
 
As munições da NORMA vem evoluindo 
desde de 1902. Famosa por seus pesados 
calibres de caça e munições esportivas de 
elevada precisão, ela dedica-se à caça, 

precisão e a oferta de componentes. Este ano lançou projetis 6,5mm em vários 
calibres populares e uma linha de cartuchos de espingarda 
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Weight
g/gr

Zero
range
in m

Height of trajectory above line of sighted in at  
meters for sight 40 mm above bore

Ctg/box

Bullet V

Item No. BC-Value 1) E2) 0m 50m 100m 150m 200m 0m 50m 100m 150m 200m

9.3x62
Solid 17.8 g / 275 gr V[m/sec] 745 686 629 576 525 100m -41 6 � -68 -210 10

20193552 0.236 E[J] 4942 4188 3526 2950 2455 kg-m/s 13.3 12.2 11.2 10.2 9.3

.375 H&H Mag.
Solid 19.4 g /300 gr V[m/sec] 777 715 655 598 545 100m -41 4 � -61 -191 10

20195352 0.229 E[J] 5871 4965 4172 3482 2887 kg-m/s 15.1 13.9 12.7 11.6 10.6

Woodleigh Soft point 22.7 g / 350 gr V[m/sec] 700 660 621 584 548 100m -40 8 � -72 -216 10

20195252 0.321 E[J] 5559 4940 4376 3866 3407 kg-m/s 15.9 15 14.1 13.2 12.4

Woodleigh FMJ 22.7 g / 350 gr V[m/sec] 700 658 618 579 542 100m -40 8 � -72 -218 10

20195262 0.307 E[J] 5559 4913 4328 3800 3328 kg-m/s 15.9 14.9 14 13.1 12.3

.375 Flanged Magnum Nitro Express
Woodleigh Soft point 19.4 g / 300 gr V[m/sec] 730 680 631 585 541 100m -40 8 � -69 -210 10

20195222 0.276 E[J] 5182 4493 3878 3331 2849 kg-m/s 14.2 13.2 12.3 11.4 10.5

Woodleigh FMJ 19.4 g / 300 gr V[m/sec] 730 680 631 585 541 100m -40 8 � -69 -210 10

20195232 0.276 E[J] 5182 4493 3878 3331 2849 kg-m/s 14.2 13.2 12.3 11.4 10.5

.404 Rimless Nitro Express Jeffery
Solid 25.9 g / 400 gr V[m/sec] 710 655 602 553 506 100m -41 8 � -76 -233 10

20110352 0.247 E[J] 6518 5545 4689 3944 3302 kg-m/s 18.4 17.1 15.6 14.3 13.1

Woodleigh Soft point 29.2 g / 450 gr V[m/sec] 655 621 588 556 526 100m -40 11 � -82 -244 10

20110302 0.365 E[J] 6258 5625 5044 4515 4034 kg-m/s 19.4 18.1 17.1 16.2 15.3

Woodleigh FMJ 29.2 g / 450 gr V[m/sec] 655 621 587 555 524 100m -40 11 � -83 -245 10

20110312 0.360 E[J] 6258 5616 5029 4494 4009 kg-m/s 19.4 18.1 17.1 16.2 15.3

.416 Rigby
Solid 25.9 g / 400 gr V[m/sec] 725 669 616 565 518 100m -41 7 � -72 -221 10

20110762 0.247 E[J] 6796 5791 4905 4131 3462 kg-m/s 18.8 17.3 15.9 14.6 13.4

Woodleigh Soft point 29.2 g / 450 gr V[m/sec] 655 618 583 549 516 100m -40 12 � -84 -250 10

20110702 0.338 E[J] 6258 5576 4956 4395 3891 kg-m/s 19.1 18 17 16 15.1

Woodleigh FMJ 29.2 g / 450 gr V[m/sec] 655 617 580 545 513 100m -40 12 � -85 -253 10

20110712 19.1 18 16.9 15.9 14.9

.416 Taylor
Solid 24.3 g / 375 gr V[m/sec] 715 659 606 555 508 100m -41 8 � -75 -228 10

20110542 0.245 E[J] 6232 5298 4477 3762 3146 kg-m/s 17.4 16.1 14.7 13.5 12.4

.416 Rem. Mag.
Solid 25.9 g / 400 gr V[m/sec] 730 674 620 569 521 100m -41 6 � -70 -215 10

20110752 0.247 E[J] 6947 5924 5022 4233 3550 kg-m/s 19.0 17.5 16.1 14.8 13.6

Woodleigh Soft point 29.2 g / 450 gr V[m/sec] 655 618 583 549 516 100m -40 12 � -84 -250 10

20110722 0.338 E[J] 6258 5576 4956 4395 3891 kg-m/s 19.1 18 17 16 15.1

Woodleigh FMJ 29.2 g / 450 gr V[m/sec] 655 617 580 545 511 100m -40 12 � -85 -253 10

20110732 0.325 E[J] 6258 5551 4909 4332 3815 kg-m/s 19.1 18 16.9 15.9 14.9

.500/.416 Nitro Exp.
Woodleigh Soft point 26.6 g / 410 gr V[m/sec] 710 665 622 581 542 100m -40 9 � -72 -217 10

20110532 0.307 E[J] 6700 5885 5150 4490 3901 kg-m/s 18.9 17.7 16.5 15.4 14.4

Woodleigh FMJ 26.6 g / 410 gr V[m/sec] 710 665 622 581 542 100m -40 9 � -72 -217 10

20110522 0.307 E[J] 6700 5885 5150 4490 3901 kg-m/s 18.9 17.7 16.5 15.4 14.4
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Warning - Fire or projection hazard. - Keep away 
from heat, hot surfaces, sparks, open flames and 
other ignition sources. No smoking.

1) BC-Value = Ballistic coe!cient         2) V = Velocity, E = Energy        www.norma-ammunition.com
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Weight
g/gr

Zero
range
in m

Height of trajectory above line of sighted in at  
meters for sight 40 mm above bore

Ctg/box

Bullet V

Item No. BC-Value 1) E2) 0m 50m 100m 150m 200m 0m 50m 100m 150m 200m

.450 Rigby Rimless
Solid 32.4 g / 500 gr V[m/sec] 760 707 657 608 562 100m -41 4 � -61 -189 10

20111042 0.269 E[J] 9411 8153 7030 6032 5150 kg-m/s 24.7 23.0 21.3 19.8 18.3

Woodleigh Soft point 35.6 g / 550 gr V[m/sec] 640 604 569 536 505 100m -40 13 � -89 -263 10

20111052 0.340 E[J] 7302 6505 5780 5125 4538 kg-m/s 22.8 21.5 20.3 19.1 18

Woodleigh FMJ 35.6 g / 550 gr V[m/sec] 640 603 566 532 499 100m -40 13 � -90 -266 10

20111062 0.326 E[J] 7302 6472 5721 5046 4444 kg-m/s 22.8 21.5 20.2 19 17.8

.458 Win. Mag.
Solid 32.4 g / 500 gr V[m/sec] 640 592 547 504 464 100m -41 15 �  -97 -290 10

20111182 0.269 E[J] 6638 5685 4846 4116 3489 kg-m/s 20.7 19.2 17.7 16.3 15.0

.458 Lott
Solid 32.4 g / 500 gr V[m/sec] 700 650 601 555 512 100m -41 9 � -76 -232 10

20111172 0.269 E[J] 7964 6862 5282 5019 4266 kg-m/s 22.7 21.1 19.5 18.0 16.6

Woodleigh Soft point 35.6 g / 550 gr V[m/sec] 640 601 563 527 493 100m -40 15 � -92 -273 10

20111132 0.330 E[J] 7302 6437 5657 4957 4335 kg-m/s 22.8 21.4 20.1 18.9 17.4

Woodleigh FMJ 35.6 g / 550 gr V[m/sec] 640 601 563 527 493 100m -40 15 � -92 -273 10

20111142 0.330 E[J] 7302 6437 5657 4957 4335 kg-m/s 22.8 21.4 20.0 18.7 17.5

.470 Nitro Exp.
Woodleigh Soft point 32.4 g / 500 gr V[m/sec] 640 607 576 545 516 100m -40 13 � -87 -257 10

20112052 0.374 E[J] 6638 5976 5369 4815 4313 kg-m/s 20.7 19.7 18.6 17.7 16.7

Woodleigh FMJ 32.4 g / 500 gr V[m/sec] 640 607 575 544 515 100m -40 13 � -88 -258 10

20112062 0.370 E[J] 6638 5970 5357 4798 4292 kg-m/s 20.7 19.7 18.6 17.6 16.7

.500 Jeffery
Solid 35.0 g / 540 gr V[m/sec] 730 672 617 564 515 100m -41 7 � -71  -218 10

20113182 0.239 E[J] 9381 7956 6705 5617 4680 kg-m/s 25.6 23.6 21.7 19.8 18.1

Woodleigh Soft point 36.9 g / 570 gr V[m/sec] 670 636 603 571 540 100m -40 10 � -78 -231 10

20113162 0.368 E[J] 8293 7467 6709 6016 5384 kg-m/s 24.7 23.5 22.3 21.1 19.9

Woodleigh FMJ 36.9 g / 570 gr V[m/sec] 670 634 599 566 534 100m -40 11 � -79 -234 10

20113152 0.350 E[J] 8293 7427 6635 5914 5261 kg-m/s 24.7 23.4 22.1 20.9 19.7

.500 Nitro Exp. 3“
Woodleigh Soft point 36.9 g / 570 gr V[m/sec] 640 607 575 544 514 100m -40 13 � -87 -257 10

20113012 0.368 E[J] 7569 6802 6100 5461 4881 kg-m/s 24.2 22.9 21.6 20.4 19.2

Woodleigh FMJ 36.9 g / 570 gr V[m/sec] 640 605 571 539 508 100m -40 13 � -88 -261 10

20113022 0.350 E[J] 7569 6764 6032 5367 4770 kg-m/s 24.2 22.8 21.5 20.2 19.0

.505 Magnum Gibbs
Solid 35.0 g / 540 gr V[m/sec] 700 644 591 541 494 100m -41 9 � -79 -242 10

20113122 0.242 E[J] 8603 7288 6136 5137 4282 kg-m/s 24.5 22.6 20.7 19.1 17.3

Woodleigh Soft point 39 g / 600 gr V[m/sec] 640 606 573 542 511 100m -40 13 � -88 -259 10

20113102 0.360 E[J] 7699 7142 6389 5705 5087 kg-m/s 24.9 23.6 22.3 21.1 19.9

Woodleigh FMJ 39 g / 600 gr V[m/sec] 640 606 573 542 511 100m -40 13 � -88 -259 10

20113112 0.360 E[J] 7966 7142 6389 5705 5087 kg-m/s 24.9 23.6 22.3 21.1 19.9
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range
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Height of trajectory above line of sighted in at  
meters for sight 40 mm above bore
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Bullet V

Item No. BC-Value 1) E2) 0m 50m 100m 150m 200m 0m 50m 100m 150m 200m

.450 Rigby Rimless
Solid 32.4 g / 500 gr V[m/sec] 760 707 657 608 562 100m -41 4 � -61 -189 10

20111042 0.269 E[J] 9411 8153 7030 6032 5150 kg-m/s 24.7 23.0 21.3 19.8 18.3

Woodleigh Soft point 35.6 g / 550 gr V[m/sec] 640 604 569 536 505 100m -40 13 � -89 -263 10

20111052 0.340 E[J] 7302 6505 5780 5125 4538 kg-m/s 22.8 21.5 20.3 19.1 18

Woodleigh FMJ 35.6 g / 550 gr V[m/sec] 640 603 566 532 499 100m -40 13 � -90 -266 10

20111062 0.326 E[J] 7302 6472 5721 5046 4444 kg-m/s 22.8 21.5 20.2 19 17.8

.458 Win. Mag.
Solid 32.4 g / 500 gr V[m/sec] 640 592 547 504 464 100m -41 15 �  -97 -290 10

20111182 0.269 E[J] 6638 5685 4846 4116 3489 kg-m/s 20.7 19.2 17.7 16.3 15.0

.458 Lott
Solid 32.4 g / 500 gr V[m/sec] 700 650 601 555 512 100m -41 9 � -76 -232 10

20111172 0.269 E[J] 7964 6862 5282 5019 4266 kg-m/s 22.7 21.1 19.5 18.0 16.6

Woodleigh Soft point 35.6 g / 550 gr V[m/sec] 640 601 563 527 493 100m -40 15 � -92 -273 10

20111132 0.330 E[J] 7302 6437 5657 4957 4335 kg-m/s 22.8 21.4 20.1 18.9 17.4

Woodleigh FMJ 35.6 g / 550 gr V[m/sec] 640 601 563 527 493 100m -40 15 � -92 -273 10

20111142 0.330 E[J] 7302 6437 5657 4957 4335 kg-m/s 22.8 21.4 20.0 18.7 17.5

.470 Nitro Exp.
Woodleigh Soft point 32.4 g / 500 gr V[m/sec] 640 607 576 545 516 100m -40 13 � -87 -257 10

20112052 0.374 E[J] 6638 5976 5369 4815 4313 kg-m/s 20.7 19.7 18.6 17.7 16.7

Woodleigh FMJ 32.4 g / 500 gr V[m/sec] 640 607 575 544 515 100m -40 13 � -88 -258 10

20112062 0.370 E[J] 6638 5970 5357 4798 4292 kg-m/s 20.7 19.7 18.6 17.6 16.7

.500 Jeffery
Solid 35.0 g / 540 gr V[m/sec] 730 672 617 564 515 100m -41 7 � -71  -218 10

20113182 0.239 E[J] 9381 7956 6705 5617 4680 kg-m/s 25.6 23.6 21.7 19.8 18.1

Woodleigh Soft point 36.9 g / 570 gr V[m/sec] 670 636 603 571 540 100m -40 10 � -78 -231 10

20113162 0.368 E[J] 8293 7467 6709 6016 5384 kg-m/s 24.7 23.5 22.3 21.1 19.9

Woodleigh FMJ 36.9 g / 570 gr V[m/sec] 670 634 599 566 534 100m -40 11 � -79 -234 10

20113152 0.350 E[J] 8293 7427 6635 5914 5261 kg-m/s 24.7 23.4 22.1 20.9 19.7

.500 Nitro Exp. 3“
Woodleigh Soft point 36.9 g / 570 gr V[m/sec] 640 607 575 544 514 100m -40 13 � -87 -257 10

20113012 0.368 E[J] 7569 6802 6100 5461 4881 kg-m/s 24.2 22.9 21.6 20.4 19.2

Woodleigh FMJ 36.9 g / 570 gr V[m/sec] 640 605 571 539 508 100m -40 13 � -88 -261 10

20113022 0.350 E[J] 7569 6764 6032 5367 4770 kg-m/s 24.2 22.8 21.5 20.2 19.0

.505 Magnum Gibbs
Solid 35.0 g / 540 gr V[m/sec] 700 644 591 541 494 100m -41 9 � -79 -242 10

20113122 0.242 E[J] 8603 7288 6136 5137 4282 kg-m/s 24.5 22.6 20.7 19.1 17.3

Woodleigh Soft point 39 g / 600 gr V[m/sec] 640 606 573 542 511 100m -40 13 � -88 -259 10

20113102 0.360 E[J] 7699 7142 6389 5705 5087 kg-m/s 24.9 23.6 22.3 21.1 19.9

Woodleigh FMJ 39 g / 600 gr V[m/sec] 640 606 573 542 511 100m -40 13 � -88 -259 10

20113112 0.360 E[J] 7966 7142 6389 5705 5087 kg-m/s 24.9 23.6 22.3 21.1 19.9

www.norma-ammunition.com

NEW SHORT RIFLE
Full performance from short barrels

1) BC-Value = Ballistic coe!cient         2) V = Velocity, E = Energy         3) RZR = Recommended Zero Range Warning - Fire or projection hazard. - Keep away 
from heat, hot surfaces, sparks, open flames and 
other ignition sources. No smoking.
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Optimized for short barrels
The new RWS load is specially formulated for 42 to 55 cm bar-
rels with a fast-burning powder, an appropriate bullet weight 
and a high-performance primer. 

Full velocity and energy 
Thanks to its special formulation, the new RWS cartridge de-
livers full velocity and energy – even from short barrels. This 
means that you need not change your hunting tactics when 
it comes to a short barrel and that you can expect full game-
taking power, even at long ranges.

Reduced muzzle flash  
Our fast-burning powder significantly reduces both muzzle flash 
and report in shorter barrels. Now you can keep sight of the tar-
get at the instant the shot is fired, which is especially important 
when hunting in twilight or darkness. 

The best choice when shooting with silencers 
Short barrels are the first choice for use with a silencer. The 
complete combustion of this fast-burning powder within the 
barrel itself not only assures a significantly higher life expectan-
cy for the silencer but also promotes tighter groups.  

42 – 55 cm

Effective range Ordinary cartridge Cartridge SHORT RIFLE

.308 Win.
EVO GREEN 9.0 500 V[m/sec] 900 852 806 761 717 676 636 � 100 m -0.8 �� -3.0 -10.2 -22.2 -39.6 20

NEW 241 17 83 139 0.332 E[J] 3645 3267 2923 2606 2313 2056 1820 RZR 169 m 1.2 4.0 3.0 -2.2 -12.2 -27.6

HIT 9.7 500 V[m/sec] 870 830 791 753 716 680 646 � 100 m -0.7 � -3.2 -10.7 -23.1 -40.7 20

240 66 15 150 0.386 E[J] 3671 3341 3035 2750 2486 2243 2024 RZR 180 m 1.3 4.0 2.8 -2.7 -13.0 -28.7

SPEED TIP PRO 10.7 500 V[m/sec] 830 794 760 726 693 661 630 � 100 m -0.6 � -3.7 -12.0 -25.5 -44.6 20

240 66 16 165 0.421 E[J] 3686 3373 3090 2820 2569 2338 2123 RZR 173 m 1.5 4.0 2.3 -4.0 -15.5 -32.5

.30-06
EVO GREEN 9.0 500 V[m/sec] 881 835 791 748 706 666 627 � 100 m -0.7 �� -3.2 -10.8 -23.3 -41.3 20

NEW 241 17 85 139 0.338 E[J] 3493 3138 2816 2518 2243 1996 1769 RZR 167 m 1.3 4.0 2.8 -2.7 -13.2 -29.3

HIT 10.7 500 V[m/sec] 840 804 769 734 701 668 636 � 100 m -0.6 �� -3.6 -11.7 -24.8 -43.4 20

240 84 72 165 0.420 E[J] 3775 3458 3164 2882 2629 2387 2164 RZR 173 m 1.3 3.9 2.3 -3.9 -15.0 -31.7

SPEED TIP PRO 10.7 500 V[m/sec] 870 832 795 758 723 689 655 � 100 m -0.7 �� -3.2 -10.6 -22.7 -40.0 20

240 84 73 165 0.405 E[J] 4049 3703 3381 3074 2797 2540 2295 RZR 179 m 1.2 3.9 2.7 -2.8 -13.0 -28.3

.300 Win. Mag.
HIT 10.7 500 V[m/sec] 950 911 873 836 800 765 731 � 100 m -1.0 �� -2.2 -7.9 -17.5 -31.2 20

NEU 240 84 74 165 0.420 E[J] 4828 4440 4077 3739 3424 3131 2859 RZR 199 m 0.9 3.9 3.7 -0.1 -7.7 -19.4

SPEED TIP PRO 10.7 500 V[m/sec] 914 876 840 805 772 738 705 � 100 m -0.9 �� -2.6 -8.9 -19.4 -34.4 20

NEU 240 86 34 165 0.427 E[J] 4469 4105 3775 3467 3189 2914 2659 RZR 275 m 3.9 9.6 11.9 10.3 4.7 -5.5

8 x 57 JS
HIT 10.4 500 V[m/sec] 835 791 748 708 670 632 596 � 100 m -0.5 �� -3.9 -12.6 -26.8 -47.2 20

NEU 240 84 75 160 0.338 E[J] 3615 3244 2901 2599 2328 2071 1842 RZR 169 m 1.4 3.9 2.0 -4.8 -17.1 -35.5

SPEED TIP PRO 11.7 500 V[m/sec] 765 728 693 659 627 594 563 � 100 m -0.2 � -4.9 -15.5 -32.3 -56.1 20

NEW 241 18 67 180 0.393 E[J] 3424 3100 2809 2541 2300 2064 1854 RZR 155 m 1.8 4.0 1.0 -7.6 -22.4 -44.2

9.3 x 62
HIT 16.2 500 V[m/sec] 770 734 698 665 633 601 571 � 100 m -0.2 �� -4.8 -15.2 -31.7 -55.0 20

NEU 240 84 76 250 0.395 E[J] 4804 4365 3948 3583 3247 2927 2642 RZR 159 m 1.8 3.9 1.1 -7.3 -21.8 -43.1

Bullet
Item No.

Weight
 g
gr

Barrel 
length/ mm
BC-Value 1)

V 2) 0m 50m 100m 150m 200m 250m 300m � 50m 100m 150m 200m 250m 300m
Ctg/box

E RZR  3) Trajectory (cm)
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.17 HMR

Norma’s .17 HMR V-MAX® is the perfect round for varmint hunt-
ers and small game hunters alike. With a 17gr polymer tipped 
bullet going a screaming fast 777 m/sec, the Norma .17 HMR 
V-MAX® delivers tremendous accuracy and hard-hitting perfor-
mance all the way out to 200 meters.

• Hard-hitting polymer tipped V-MAX® bullet for quick expan-
sion

• Ideal hunting cartridge for varmints and small game
• Incredibly fast-moving projectile produces 200 meters effective 

range

.22 WMR

Norma is pleased to offer a jacketed hollow point in .22 Mag.  A 
great option for hunting pests, varmints and small game, Norma’s 
.22 Mag is designed to deliver exceptional accuracy and punishing 
results out of this popular rimfire caliber.

• Jacketed hollow point design creates optimal penetration and 
expansion for lethality on small game

• Extremely accurate projectile out to medium ranges

241 40 38 .22 l.r. ECO Speed-22 Zinc, 
copper-plated 1.6 650 520 396 313 210 122 76 50 m -1.0 � -2.9 -10.9 50

241 40 39 .22 l.r. ECO Power-22 Zinc HP, 
copper-plated 1.6 650 520 397 313 210 122 76 50 m -1.0 � -2.9 -10.9 50

240 00 65 .22 l.r. Subsonic-22 LHP 2.6 650 315 285 264 129 106 89 50 m 1.0 � -8.5 -25.1 50

213 29 90 .22 l.r. Jaktmatch LRN 2.6 650 330 294 270 142 113 95 50

Item No. Calibre Type Bullet Weight Barrel 
Length

          Velocity
          m/sec

           Energie
          joules

point of impact in cm with scope  
mounted 5cm above bore axis Ctg/box

g mm Vo V50 V100 E0 E50 E100

  sighting-in 
distance 25 m 50 m 75 m 100 m

Our second piece of lead-free news is the ECO Power-22, with 
its astonishing penetration – twice as much as the lead options 
out there. The bullet is a frangible product with high impact 
energy and thus ideally suited to hunts where power is all-
important. This product is also 100% lead-free.

ECO POWER-22

• Copper-plated zinc partially fragmenting hunting bullet
• 100% lead free: lead-free primer and lead-free bullet
• Outstanding effect due to up to 58% higher velocity than 

standard
• Fragmenting hollow-point bullet for maximum shocking 

power
• Suitable for rifles
• Caliber: .22 long rifle
• Zinc bullet, 1.6 g, V0 520 m/sec (barrel length: 65 cm)

New for this year is our lead-free ECO Speed-22, with a muzzle 
velocity exceeding all others on the market. The cartridge is 
100% lead-free, including the primer, making it quite unique 
on the market. Why unleaded primers? Well, if you do a lot of 
semi-auto shooting, all those harmful lead particles get into the 
air you’re inhaling and can harm your internal organs.

ECO SPEED-22

• Copper-plated solid zinc bullet for hunting and plinking
• 100% lead free: lead-free primer and lead-free bullet
• Outstanding effect due to up to 58% higher velocity than 

standard
• Suitable for rifles and semiautomatic firearms
• Caliber: .22 long rifle
• Zinc bullet, 1.6 g, V0 520 m/sec (barrel length: 65 cm)

Munição Calibre
Peso 

projetil em 
gramas

Projetil
Coeficien

te 
balístico

Densidade 
Sec A Provete V 0 (m/s)

V 50 (m/
s)

V 100 (m/
s)

V 150 (m/
s)

E 0 
(Joules)

E 50 
(Joules)

E 100 
(Joules)

E 150 
(Joules)

Pontaria 100m, c/ 
Luneta 5cm acima cano

Ponto 
impacto 
0 m (cm)

Ponto 
impacto 

50 m (cm)

Ponto 
impacto 
100 m 
(cm)

Ponto 
impacto 
150 m 
(cm)

TAC-22 22LR 2,6 LRN 0,118 650 330 294 270 142 113 95

22 Rifle 
Match .22LR 2,6 LRN 0,118 650 330 294 270 142 113 95

17 HMR V-
Max 17HMR 1,1 V-Max 0,084 600 777 667 568 478 332 245 178 126 100M -3,8 0,8 -8,6

22 Mag HP 22WMR 2,6 JHP 0,118 600 572 472 390 333 424 289 198 144 100M -3,8 3,6 -20,1


